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— Pressurized Section (ELM-PS) 

' — Exposed Section (ELM-ES) 

Remote Manipulator System (JEM RMS) 




Experiment Logistics Module - 

Pressurized Section (ELM-PS) 




• Attached to the SS Node 2. 

• Experiments conducted by crew in shirt-sleeve 

environment. 

Space Medical Experiments 
Biological Experiments 
Material Production Experiments 
Biotechnological Experiments 

• 11m(L) x 4.2m(ID) 

• 10 ISPRs, 10 System Racks, 3 Storage Racks 

• Airlock at the Aft-end Cone 1 .3m(D) 
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- Pressurized Section (ELM-PS) 

• Attached to the side port of PS. 

• Provides functions such as storage and Transportation of 
Experiment Devices and Specimens as well as Mission Logistics 

• 4.1 m(L) x 4,2m(D) 5 8 Racks 


- Exposed Section (ELM-ES) 

• Attached to the tip of EF. 

• Provides services such as Transportation of EF Payloads and 
ORUs. 

• 1 .8m(L) x 4.9m(W) x 3.6m(H) 
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SPACE STATION INTEGRATION & PROMOTION (SS1P) CENTER 
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• To conduct 

JEM development 
Operations, Training 
Planning and management 
Engineering support 

- Configuration 

• Located at Tsukuba Space Center 

Space Experiment Laboratory (SEL) 

Space Station Test Building (SST) 

Astronaut Training Facility (ATF) 

Weightless Environment Test Building (WET) 
Space Station Operations Facility (SSOF) 
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Exposed Facility 



Experiment Logistics Module - 
Exposed Section (ELM-ES) 
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